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each transfer instead of every two
months.

(f) The operator shall conduct a test
of the warning alarm required by
§ 127.1207 at least once every six
months, to ensure that it will perform
as intended. If transfers of LHG occur
less often than every six months, the
operator may conduct this test before
each transfer instead of every six
months.

§ 127.1409 Records.
(a) Each operator of a waterfront fa-

cility handling LHG shall keep on file:
(1) A description of the components

inspected or tested under § 127.1403 or
127.1407.

(2) The date and results of each in-
spection or test under § 127.1403 or
127.1407.

(3) A description of any repair made
after the inspection or test.

(4) The date and a description of each
alteration or major repair to the LHG
transfer system or its valves.

(b) The operator shall keep this infor-
mation on file for at least 24 months
after the inspection, test, alteration, or
major repair.

FIREFIGHTING EQUIPMENT

§ 127.1501 General.
(a) The number, kind, and place of

equipment for fire detection, protec-
tion, control, and extinguishment must
be determined by an evaluation based
upon sound principles of fire-protection
engineering, analysis of local condi-
tions, hazards within the waterfront fa-
cility handling LHG, and exposure to
other property. A description of the
number, kind, place, and use of fire
equipment determined by this evalua-
tion must appear in the Emergency
Manual for each facility. The evalua-
tion for each new facility and for all
new construction on each existing fa-
cility must be submitted to the COTP
for review when the emergency manual
is submitted under § 127.1307.

(b) All fire equipment for each facil-
ity must be adequately maintained,
and periodically inspected and tested,
so it will perform as intended.

(c) The following must be red or some
other conspicuous color and be in
places that are readily accessible:

(1) Hydrants and standpipes.
(2) Hose stations.
(3) Portable fire extinguishers.
(4) Fire monitors.
(d) Fire equipment must bear the ap-

proval, if applicable, of Underwriters
Laboratories, Inc., Factory Mutual Re-
search Corporation, or other inde-
pendent laboratory recognized by
NFPA.

[CGD 88–049, 60 FR 39796, Aug. 3, 1995, as
amended by USCG–1999–5832, 64 FR 34714,
June 29, 1999]

§ 127.1503 Portable fire extinguishers.

Each operator of a waterfront facil-
ity handling LHG must provide port-
able fire extinguishers of appropriate,
number, size, and kind in the marine
transfer area for LHG in accordance
with NFPA 10.

§ 127.1505 Emergency response and
rescue.

(a) Each waterfront facility handling
LHG must arrange for emergency re-
sponse and rescue pending the arrival
of resources for firefighting or pollu-
tion control. Response and rescue may
be performed by facility personnel or
by an off-site organization.

(1) If response and rescue are per-
formed by facility personnel, appro-
priate training and equipment for per-
sonnel protection must be furnished to
those personnel. Training and equip-
ment that meets 29 CFR 1910.120, haz-
ardous-waste operations and emer-
gency response, will be appropriate.

(2) If response and rescue are per-
formed by an off-site organization, the
organization must enter into a written
agreement with the facility indicating
the services it will perform and the
time within which it will perform them
to injured or trapped personnel.

(b) [Reserved]

§ 127.1507 Water systems for fire pro-
tection.

(a) Each waterfront facility handling
LHG must have a supply of water and
a means for distributing and applying
the water to protect personnel; to cool
storage tanks, equipment, piping, and
vessels; and to control unignited leaks
and spills in the marine transfer area
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